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DETAIL: No. 6121

FLOOR WALL INTERSECTION RECESSED

FLOOR WITH A CURB -  FREEZER

This detail is commonly used for this application; however, every building

project is different. You should consult your building engineer to make

sure this detail will work for your particular application.

FLOOR WALL INTERSECTION RECESSED FLOOR WITH A CURB -  FREEZER

1/4-14 x 7/8” 

TEK SCREW

NON SKINNING 

BUTYL CAULK

0025 - 26 GAUGE 

EXTERIOR PERIMETER

BASE CHANNEL DRIP 

EDGE FLASHING

CONCRETE ANCHOR BOLT

12” ON CENTER

*NOT BY PERMATHERM

SIDE VIEW
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1/4” FIELD CUT
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CONCRETE CURB

10 MIL POLY SLIP SHEET

URETHANE SEALANT
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PERMATHERM’S 2 LBS FLOOR INSULATION 

DOUBLE LAYERED AND STAGGERED TAPE 

JOINTS WITH VAPOR BARRIER TAPE

10 MIL POLY VAPOR BARRIER. 2” 

STAGGERED JOINT WITH VAPOR 

BARRIER TAPE. CAULKED WITH FSI-96

NON-SKINNING BUTYL

PERMATHERM VAPOR 

BARRIER TAPE

UNDER FLOOR HEAT 

SYSTEM AND 

INSULATION IS 

REQUIRED TO PREVENT 

FROST HEAVE THAT 

CAN DAMAGE PANELS 

AND FLOOR
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